Marketing Waorkshop

Topday =%

Guangzhou Topday Electronics Technology Co. Ltd.

Add:3F #3 Building Huangzhou Industrial Zone CheBei
Road,Tian He District, Guangzhou 510660 P.R China

Tel:+8620-38602866 85560351 38695260

Fax:+8620-38602669

E-mail: sales@topday.com.cn

Http://iwww topdayled.com Http://mwww.leddianyuan.com




Topday =%

Company Profile

Topday is a Hi-Tech company focusing on the LED lighting, LED driver power supply,
LED intelligent control integration solution, as well as wireless telecommunication prod-
ucts. Our goal is to pursuit sustainable company growth based on maximized customer
satisfaction and exceptional quality management.

The company was founded in 2001 as "Digilab" manufacturing telecommunication
products. In the passed few years, we successfully combined the technology of power
supply and telecommunication, developed an intelligent control system that can save
energy mare effectively.

In 2009, Topday won the contract of the Yangtze River tunnel lighting project at
Shanghai Expo, which applied our two national patents of invention and patents of utility
model in dimmable LED constant power supply and LED lighting intelligent contral
syetem.

Innovation and extensive quality control will continue to be major part of Topday s
strategy in continually delivering customers better products, through a spirit of cooperation

and mutual success we hope to create a prosperous future together.
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Topday @4 | Project Case

EXPO
0 ' o Topday LED intelligent control system was successfully applied to
The Yangtze River tunnel lighting project at Shanghai Expo 2010

SHANGHAI CHINA

[ SETTT

Firstintelligent energy-saving LED illumination dimming control system
national wide-Topday

Shanghai Yangtze River Tunnel projectis an extralarge transportation construction project
of China s Yangtze River Estuary, whichisalso the onlywayto Shanghai World Expo. Length
of Yangtze River Tunnelis8.9 kilometers, which is the longe st and wide st tunnel using LED
lighting inthe world. All vehicles travelling to Expo will passthe landmarktunnelilluminated
withinnovative lighting technologies created by Topday.

Topday s patents, software copyrights I
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Project Case ‘ TOPdBH g5

The south line of Wufo mountain tunnel adopts Topday LED tunnel lights
The first tunnel project with LED tunnel lights in Shanxi Province

The south line of Wufo Mountaintunnel adopts Topday LED tunnel lights with electricity
distribution load of 29.07KW,52.69% less compared to the electricity distribution
load(61.45KW) of the north line of Wufo Mountain with Sodium lighting. As lighting power
consumption is reduced, cable cost can drop 35%. There are benefits like long working life
time, low electricity cost and low maintenance cost.

Topday s LED power supply has been
used in the tunnel in Guizhou province

Topday LED intelligent control system applied
to Shanghai Renmin Road crossing river tunnel
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The system has been used in the Yangtze River tunnel lighting
LED Intelligent Contral mBa

Computer Intelligent Control
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Computer Intelligent Control

Computer dimming Timing dimming
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@Super Power @Compact Size @ High Efficiency @ Dimmable

Output €

Input Voltage | Output Voltage o

Constant Current LED Driver

Each channel Output|  Output

Output Power eferenceSize 3
; Relmencasite ent { 5% ) | Channels

Efficiency |Power Factor
15-20W L132+W23+H20mm
30-80W 60 +H56mm | 85-264 VAC 21-54V 3 Up 10889 [Up 100.99
Feature

wer protection

stproof

annel output higher reliability.
@ Light dimmable option
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@®Super Power @Compact Size @ High Efficiency @ Dimmable
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Topday 4 | LED Tunnel Light

‘ The LED light appliedin the Yangtze River

IModel S-85W0671-000711000 S-85W0371-000711000
Net Weight(kg) 12.4 124

Dim ension(mm ) L1770*W135*T60 L1770*W135'T60
Color Temperature(k) (cool white )5600K-6500K (warm white)2700K-3200K
Input Voltage B85 -264VAC 85 -264V AC

Input Power(w) 85 85
LuminousFlux + 10%(Im) 6300 5000

Light E flect(Im i) 74 59

Beam Angle(” ) 65*125 65*125

Model S-93W0672-0007 11000 $-93W0372-000711000
Net Weight(kg) 12.9 12.9
Dimension(mm) L530*W33*T60 L530*W33*T60
Color Temperature(k) (cool white)5600K-6500K (warm white)2700K-3200K
Input Voltage B85 - 264V AC 85 - 264V AC

Input P ower(w) 93 93

Luminous Flux + 10%(Im) 6900 5500

Light Effect0m i) 74 59

Beam Angle(” ) 65125 65*125
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LED Street Light| 'R'opday #2585
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R-70W-1
Model R-70W0671-001211000 R-70W0371-001211000
Net Weight(Ka) 7.7 7.7
Dimension(mm) LS20mm*W312mm*T107 mm L520mm*W312mm*T107 mm

Basz Type

i 60mm street light
standard bass

Color Tem perature(k)

(cool white)S600K-6500K

i 60mm street light
standard bass

{warm white)2700K-3200K

Input Voltage 85-264V AC 85-264VAC
Input Power(w) 70 70
Luminous Flux + 10%(Im) 5000 4000
Light E ffect(im/w) 71 58

Beam Angle(” )

65'(115~135" )

65'(115~135" )

Features &

el enstransparent > 85%, better energy saving

e Unique protective vents, avoid inside gase ous water molecules condense into liquid

e Adjustable light angle, solve the illumination problemwhen the distance of poles are different
e Using No.6063 aluminum as the radiator

e Unique chimney effect cooling; higher temperature, faster air cooling
e Power Efficiency > 87%

e Light Effect >90Lm/W as light source

e The illumination of 7OWLED street lightsis equivalent to 150W high voltage sodium light at the same height
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Topday =5 ‘ LED Street Light

R-135W-1
Model R-135W0671-001211000 R-135W0371-001211000
Net Weight(Kg) 10.5 10.5
Dimension(mm) L726mm*W312mm*T107 mm | L726mm*W312mm*T107 mm [ o
Bose Tie ™ T T =
Color Tem perature(k) {cool white)5600K-6500K {warm white)2700k-3200K
Input \Voltage 85 -264VAC 85 - 264V AC
Input Power(w) 135 135
Luminous Flux + 10%(Im) 10000 8000
Light E flectdm/w) 74 61
Beam Angle(* ) 65*(115~135" ) 65*(115~135" )

Features :

el enstransparent > 85%, better energy saving

e Unique protective vents, avoid inside gaseous water molecules condense into liquid

e Adjustable light angle, solve the illumination problem when the distance of poles are different
e Using No.6063 aluminum as the radiator

o Unique chimney effect cooling; higher temperature, faster air cooling
o Power Efficiency > 87%

e Light Effect >90Lm/W as light source
e The illumination of 135WLED street lights is equivalent to 300W high voltage sodiumlight atthe same height.
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LED Street Light | Topday &4

R-200W-1
Model R-200W0671-001211000 | R-200W0371-001211000
Net Weight(Kg) 13 13
Dimension(mm) LI32mm*W312mm*T107 mm|L932mm*W312mm*T107 mm
‘ Base Type i B0mm slrebt:tsIEM i 60mm street light
| Color Temperature(k) (cool white)5600K-6500K | (warm white)2700K-3200K
Input Voltage 85 - 264V AC 85 - 264V AC
Input P ower(w) 200 200
Luminous Flux +10%(Im 15000 12140
Light Effect(im/w) 75 61
Beam Angle(* ) 65*(115-135° ) B65%(115-135° )

Features:

e Lens transparent > 85%, better energy saving

e Unique protective vents, avoid inside gase ous water molecules condense into liquid

o Adjustable light angle, solve the illumination problem when the distance of poles are different
e Using No.6063 aluminum asthe radiator
e Unique chimney effect cooling; higher temperature, faster air cooling \ c
o Power Efficiency > 87%

e Light Effect >90Lm/Was light source
o The illumination of 200V LED street lights is equivalent to 400W high voltage sodium light at the same height.
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TOpday =725 | LED Bulb Light

Bulb—7W-—1
Model Bulb-7W0671-0007014E27 Bulb-7W0371-0007011E27
Net Weight(g) 144 144 ¢ 66
Dimension(mm) DBG*H122 DB6*H122
Base Type E27 E27 /
Color Temperature(k) (cool white)S600K-6500K (warm white)2700K-3200K
Input Voltage 85 -264V AC 85-264VAC N
Input P ower(w) 7 7 ] “W
Luminous Flux + 10%(Im ) 510 420 iy o
Light E ffect(Im/w) 73 59 g “
Beam Angle(* ) expand light (270 expand light (270"

Features :
@®Laminated radiator

@®@Adopt No.1050 Aluminum Alloy. Better heat dissipation than No. 6063

@Crimping method used to close contact main body with heatsink, afford 40Kg Rally

@Heat sink fully contact with airto form a convection, better heat dissipation
@®Lower weight than tensile aluminum, environmental friendly, more safe
@®High Brightness , Long Lifespan
@®7W LED bulb, higher brightnessthan 60W conventional incandescent lamp, direct replacement, 85%
energy saving, best performance on heat sink

Application: Cabinet Lighting , Living Lighting, Reading Light, Light Source for building, Store Lighting
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LED Spotiight | TOPdayﬂg

MR 16-3W-1
Model MR16-3W0671-3007150MR16 MR16-3W0371-3007120MR16
Net Weight(g) 29 29
Dimension(mm) DS50*H50 DS0*HS0
Base Type MR16 MR16
Color Temperature(k ) (cool white }5600K-6500K (warm white)2700K-3200K
Input Voltage 12—24VA§(IDC 12—24VA§!VC
Input P ower(w) 3 3 8
Luminous Flux + 10% ¢Im } 150 120
Light E ffect(im/iw) 50 il
Beam Angle(” ) 30 30

Features :

@®Laminated radiator
@Adopt No.1050 Aluminum Alloy. Better heat dissipation than No. 6063

@ Crimping method used to close contact main body with heatsink, afford 40Kg Rally
@Heat sink fully contact with air to form a convection, better heat dissipation
@Lowerweight than tensile aluminum, environmental friendly, more safe

@High Brightness , Long Lifespan

Application: Cabinet Lighting , Living Lighting, Reading Light, Light Source for building, Store Lighting
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Topday |4 | LED Spotlight

GU10-4W-1

MR16-4W-1
Model MR 16-4W0671-2506100MR16 |MR16-4W0371-2506080MR 16
Net Weight(g) 43 43
Dim ension(mm ) DS0*H50 DS0*HS0
Base Type MR16 MR16
Color Temperature (k) (cool white)5600K-6500K (warm white)2700K-3200K
Input Volttage 12 -24VACDC 12 -24V AC/DC
Input Power(w) 4 4
Luminous Flux + 109%{Im) 240 180
Light Effe ct(im /w) 60 45
Beam Angle(® ) 30 30

Model GU10-4W0671-3507100GU10 | GU10-4W0371-3507080GU10
Net Weight(g) 45 45

Dim ension{mm ) D50*HS53.5 DS0*HS3.5

Base Type GU10 GU10

Color Temperature (k) (cool white)5600K-6500K (warm white)2700K-3200K
Input \blttage 85 -264VAC B85 -264VAC

Input Power(w) 4 4

Luminous Flux +10%{Im) 240 180

Light Effe ct(Im /w) 60 45

Beam Angle(” ) 25 29

Features @

@Efficient heat dissipation
@ Streamlined aluminum alloy housing

®Cooling holes betwee
®Reflow soldering LED

n MCPCB and housing

Application: Cabinet Lighting , Living Lighting, Reading Light, Light Source for building, Store Lighting
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LED spotiight | Topday a4

PAR30-8W-1 PAR30-8W-2
Model P AR30-8W0671-3007100E27 | PAR30-8W0371-3007080E27
Net Weight(g) 155 155
Dimension(mm}) D95*H100 D95*H100
Base Type E27 E27
Color Temperature(k) (cool white)5600K-6500K (warm white)2700K-3200K
Input Voltage 85 -264VAC B85 -264V AC
Input P ower(w) 8 8
Luminous Flux +10%(Im ) 510 410
Light E ffect(im/w) 64 51
Beam Angle(” ) 30 30
Model P AR30-8W0672-0007014E27 | PAR30-8W0372-0007011E27
Net Weight(g) 145 145
Dimension(mm) D95*H105 D95*H105
Base Type E27 E27
Color Temperature(k) (cool white)S600K-6500K (warm white)2700K-3200K
Input Voltage 85 -264VAC 85 -264V AC
Input P ower(w) B B
Luminous Flux +10%({Im ) 600 490
Light Effect(Im/w) 75 61
Beam Angle(” ) expandlight (140° ) expandlight (140° )

Features :
@®Laminated radiator

@Adopt No.1050 Aluminum Alloy. Better heat dissipation than No. 6063
@Crimping method used to close contact main body with heatsink, afford 40Kg Rally
@Heat sink fully contact with airto form a convection, better heat dissipation

@®Lower weight than tensile aluminum, environmental friendly, more safe
@High Brightness, Long Lifespan

Application: Cabinet Lighting , Living Lighting, Reading Light, Light Source for building, Store Lighting
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Topday |4 | LED Spotlight
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AR111-8W-1 AR111-8W-2
Model AR111-8W0671-3007100E27 | AR111-8W0371-3007080E27
Net Weight(g) 181 181
Dimension{mm) D111*H100 D111*H100
Base Type E27 E27
Color Temperature(k) (cool white)SE00K-6500K (warm white)2700K-3200K
Input Voltage 85 -264V AC B85 -264VAC
Input Power(w) 8 8
Luminous Flux « 10%(Im) 510 410
Light E flect(Im/w) 64 53
Beam Angle(® ) 30 30

Model AR111-8W0672-0007014E27 | AR111-8W0372-0007011E27
Net Weight(g) 171 171
Dim ension(mm ) D111*H105 D111*H105
Base Type E27 E27
Color Temperature (k) (cool white)5600K-6500K (warm white)2700K-3200K
Input Voltage 85 - 264V AC B85 -264VAC
Input Power(w) 8 8
Luminous Flux + 10%{Im) 600 490
75 61

Light Eflect(im /)

Beam Angle(” )

expand light (140°

expand light (140° )

Features :
e Laminated radiator

o Adopt No.1050 Aluminum Alloy. Better heat dissipation than No. 6063

e Crimping method used to close contact main body with heatsink, afford 40Kg Rally
o Heat sink fully contact with air to form a convection, better heat dissipation
e Lower weight than tensile aluminum, environmental friendly, more safe

e High Brightness, Long Lifespan
Application: Cabinet Lighting , Living Lighting, Reading Light, Light Source for building, Store Lighting
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